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§ 173.189 Batteries containing sodium
or cells containing sodium.

(a) Batteries and cells may not con-
tain any hazardous material other than
sodium, sulfur or polysulfides. Cells
not forming a component of a com-
pleted battery may not be offered for
transportation at a temperature at
which any liquid sodium is present in
the cell. Batteries may only be offered
for transportation, or transported, at a
temperature at which any liquid so-
dium present in the battery conforms
to the conditions prescribed in para-
graph (d) of this section.

(b) Cells must consist of hermetically
sealed metal casings which fully en-
close the hazardous materials and
which are so constructed and closed as
to prevent the release of the hazardous
materials under normal conditions of
transport. Cells must be placed in suit-
able outer packagings with sufficient
cushioning material to prevent contact
between cells and between cells and the
internal surfaces of the outer pack-
aging, and to ensure that no dangerous
movement of the cells within the outer
packaging occurs in transport. Cells
must be packaged in 1A2, 1B2, 1D, 1G,
1H2, 4C1, 4C2, 4D, 4F, 4G or 4H2 outer
packagings which meet the require-
ments of part 178 of this subchapter at
the Packing Group II performance
level.

(c) Batteries must consist of cells se-
cured within, and fully enclosed by a
metal casing so constructed and closed
as to prevent the release of the haz-
ardous materials under normal condi-
tions of transport. Batteries may be of-
fered for transportation, and trans-
ported, unpacked or in protective pack-
agings that are not subject to the re-
quirements of part 178 of this sub-
chapter.

(d) Batteries containing any liquid
sodium may not be offered for trans-
portation, or transported, by aircraft.
Batteries containing liquid sodium
may be transported by motor vehicle,
rail car or vessel under the following
conditions:

(1) Batteries must be equipped with
an effective means of preventing exter-
nal short circuits, such as by providing
complete electrical insulation of bat-
tery terminals or other external elec-
trical connectors. Battery terminals or

other electrical connectors penetrating
the heat insulation fitted in battery
casings must be provided with thermal
insulation sufficient to prevent the
temperature of the exposed surfaces of
such devices from exceeding 55 °C (130
°F).

(2) No battery may be offered for
transportation if the temperature at
any point on the external surface of
the battery exceeds 55 °C (130 °F).

(3) If any external source of heating
is used during transportation to main-
tain sodium in batteries in a molten
state, means must be provided to en-
sure that the internal temperature of
the battery does not reach or exceed
400 °C (752 °F).

(4) When loaded in a transport vehi-
cle or freight container:

(i) Batteries must be secured so as to
prevent significant movement within
the transport vehicle or freight con-
tainer under conditions normally inci-
dent to transportation;

(ii) Adequate ventilation and/or sepa-
ration between batteries must be pro-
vided to ensure that the temperature
at any point on the external surface of
the battery casing will not exceed 240
°C (464 °F) during transportation; and

(iii) No other hazardous materials,
with the exception of cells containing
sodium, may be loaded in the same
transport vehicle or freight container.
Batteries must be separated from all
other freight by a distance of not less
than 0.5 m (1.6 feet).

(e) Batteries containing sodium or
cells containing sodium, when installed
as part of a motor vehicle, are not sub-
ject to the requirements of this sub-
chapter.

[Amdt. 173–241, 59 FR 67511, Dec. 29, 1994, as
amended by Amdt. 173–256, 61 FR 51338, Oct.
1, 1996; 66 FR 45380, Aug. 28, 2001]

§ 173.192 Packaging for certain Pack-
ing Group I poisonous materials.

When § 172.101 of this subchapter
specifies that a poisonous material be
packaged under this section, only spec-
ification cylinders are authorized, as
follows:

(a) Specification 3A1800, 3AA1800,
3AL1800, 3D, 3E1800, or 33 cylinders,
under the following conditions:
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(1) Specification 3A, 3AA and 3AL
cylinders may not exceed 57 kg (125
pounds) water capacity (nominal).

(2) Specification 3D and 33 cylinders
may not exceed 57 kg (125 pounds)
water capacity (nominal).

(3) Specification 3AL cylinders con-
taining arsine or phosphine may only
be offered for transportation or trans-
ported by highway and rail.

(b) Packagings must conform to the
requirements of § 173.40 of this part.

(c) For cylinders used for phosgene,
(1) The filling density may not exceed

125 percent;
(2) A cylinder may not contain more

than 68 kg (150 pounds) of phosgene;
and

(3) Each filled cylinder must be test-
ed for leakage before it is offered for
transportation or transported and must
show absolutely no leakage; this test
must consist of immersing the cylinder
and valve, without the protection cap
attached, in a bath of water at a tem-
perature of approximately 66 °C (150 °F)
for at least 30 minutes, during which
time frequent examinations must be
made to note any escape of gas. The
valve of the cylinder must not be loos-
ened after this test and before the cyl-
inder is offered for transportation or
transported.

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as
amended at 56 FR 66271, Dec. 20, 1991]

§ 173.193 Bromoacetone, methyl bro-
mide, chloropicrin and methyl bro-
mide or methyl chloride mixtures,
etc.

(a) Bromoacetone must be packaged
as follows in wooden boxes (4C1, 4C2, 4D
or 4F) with inner glass receptacles or
tubes in hermetically sealed metal re-
ceptacles in corrugated fiberboard car-
tons. Bottles may not contain over 500
g (17.6 ounces) of liquid each and must
be cushioned in cans with at least 12.7
mm (0.5 inch) of absorbent material.
Total amount of liquid in the outer box
must not exceed 11 kg (24 pounds).
Packagings must conform to the re-
quirements of part 178 of this sub-
chapter at the Packing Group I per-
formance level.

(b) Bromoacetone, methyl bromide,
chloropicrin and methyl bromide mix-
tures, chloropicrin and methyl chloride
mixtures, and chloropicrin mixtures

charged with non-flammable, non-liq-
uefied compressed gas must be packed
in Specification 3A, 3AA, 3B, 3C, 3E, 4A,
4B, 4BA, 4BW, or 4C cylinders having
not over 113 kg (250 pounds) water ca-
pacity (nominal). This capacity does
not apply to shipments of methyl bro-
mide.

(c) Methyl bromide mixtures con-
taining up to 2% chloropicrin must be
packaged in 4G fiberboard boxes with
inside metal cans containing not over
one pound each, or inside metal cans
with a minimum wall thickness of 0.007
inch containing not over 13⁄4 pounds
each. The one-pound can must be capa-
ble of withstanding an internal pres-
sure of 130 psig without leakage or per-
manent distortion. Vapor pressure of
the contents must not exceed 130 psig
at 55 °C (130 °F). The 13⁄4–pound can
must be capable of withstanding an in-
ternal pressure of 140 psig without
leakage or permanent distortion.
Vapor pressure of the contents must
not exceed 140 psig at 55 °C (130 °F).
Cans must not be liquid full at 130 °F.
Cans must be constructed of tinplate or
lined with suitable material and must
have concave or pressure ends.

(d) Cylinders, except those con-
taining methyl bromide, must conform
to § 173.40 of this part.

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as
amended at 56 FR 66271, Dec. 20, 1991; 57 FR
45463, Oct. 1, 1992]

§ 173.194 Gas identification sets.

Gas identification sets containing
poisonous material must be packaged
in packagings conforming to the re-
quirements of part 178 of this sub-
chapter at the Packing Group I per-
formance level, as follows:

(a) In glass inner receptacles, her-
metically sealed, of not over 40 mL (1.4
fluid ounces) each. Each glass inner re-
ceptacle must in turn be placed in a
sealed fiberboard receptacle, cushioned
with absorbent material. Not more
than 12 fiberboard receptacles must in
turn be placed in a 4G fiberboard box.
No more than four boxes, well-cush-
ioned, may in turn be placed in a steel
cylinder. The cylinder must have a
wall thickness of at least 3.7 mm (0.146
inch) and must have a hermetically
sealed steel closure.
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